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A cukorrépa feldolgozása során a répaszeletek extrakciója következtében nyerslét és kilúgozott répaszeletek kapunk. A 
nyerslét a krisztalizáció folyamatában dolgozzák fel, míg a kilúgozott szeleteket további két energiaigényes folyamat köve-
ti, a préselés (így is lehet valamennyi cukrot regenerálni) és a szárítás (a cél az, hogy a nedvességtartalmat 90%-ról 10%-ra 
csökkentsék). jelen munka a klórdioxid hatását tanulmányozza a cukorgyártási folyamatra, illetve a kilúgozott répaszeletek 
préselési lehetőségére. továbbá a klórdioxid többszörös jótékony hatását vizsgálja a jelenleg használt dezinficiensekkel össze-
hasonlítva, amelyek a nátrium-hipoklorit és az alkil-dimetilbenzil-ammoniumklorid. vizsgáltuk emellett a dezinficiensek 
hatását a kilúgozott répaszeletek préselési mértékére, valamint a cukortartalmára, és a nyerslében a Leuconostoc baktérium-
kolóniák megjelenésére és nagyságára.

Az eredmények arra utaltak, hogy a klórdioxid van legnagyobb hatással a répaszeletek préselési arányára. 5–15%-kal 
több víz préselhető ki azokból répaszeletekből, amelyeknél az extrakció folyamán az említett dezinficienst használják. ez a 
dezinficiens tehát a répaszelet szárítására alkalmazott energiafogyasztást 168–335 Mj-al csökkenti 1 tonna nedves szelet-
re számítva. A kísérletek folyamán felhasznált mindegyik dezinficiens sikeresen csökkentette a nyerslében a Leuconostoc 
mesenteroides baktériumokat, méghozzá 82–99%-kal.

Kulcsszavak: cukorgyártás, préselés, dezinficiensek, klórdioxid

the effects of neW-generAtion biocides in sugAr beet pulp 
pressAbility in the sugAr beet industry

Author: Beáta HAJNAL, fourth-year student (hajnal.beata@hotmail.com)
Supervisor: Prof. Dr. Zita SÖRÖS, university professor

Institution: university of novi sad, faculty of technology, department of food sciences, novi sad

in the sugar manufacturing process, beet cossettes are de-sugared at the extraction stage. sugar beet juice is further 
processed through the crystallisation stages, while the pulp treatment stage involves an energy intensive two-step process of 
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pulp pressing and drying, aiming to lower the moisture content of the wet pulp from 90% to 10% and thereby recovering a 
considerable amount of sucrose to the extraction step. A wide range of factors, including biocides added to diffusion water 
influence the physical and chemical properties of the wet pulp, therefore influencing the energy used for drying the pulp. 
This study investigates the application of chlorine dioxide as an extraction biocide in the sugar beet processing stages and 
examines its influence on the pressability of the pulp. Multiple effects of application of chlorine dioxide are compared to the 
standard biocides used in the sugar industry, including sodium hypochlorite and alkyl dimethylbenzyl ammonium chloride. 
The multiple effects of the application of chlorine dioxide on the wet pulp pressability, sucrose content, and the number of 
Leuconostoc colonies in raw sugar juice will be investigated in this work. 

results indicate that the application of chlorine dioxide corresponded with the best pulp pressing characteristics with 
5–15% more efficient mechanical dewatering of the wet pulp compared to the other samples, affecting the potential energy 
consumption significantly. The use of chlorine dioxide lowered the potential energy consumption in the range from 168 to 
335 Mj per tonne of wet pulp. All the biocides used in this study showed remarkable biocide effectiveness against mesophilic 
bacteria Leuconostoc mesenteroides, reducing the number of colonies in the range of 82–99%.
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